
Construction:
Sizes:
Width: 300mm
Depth: 490mm
Shutter height: 1690mm

Standard steel base: 160 mm high, made from steel box section, 
polyester powder coated to RAL 9011 (black) with adjustable feet.

Locker shutters: Made from 13mm thick Solid Grade High Pressure 
Compact Laminate.

Colors can be selected from Gibca color selector. 

Locker side panels, top, dividers and bottom: Made of 13mm solid grade 
compact laminate in white color.

Locker back panel: Made of 6mm thick white melamine faced MDF.

Comes with: Standard hardware comes with acylinder lock (with master key 
system), chrome plated hanger rod and coat hook, PVC ventilator and 
permanently engraved numbering system.
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Single Tier

Has a stylish and uncluttered design that fits in 
any project requirement. Ideal for full length 

storage requirements for uniforms, kandourahs 
or law enforcement professional gear.



Construction:
Sizes:
Width: 300mm
Depth: 490mm
Shutter height: 
843mm (Unit height 1690mm)

Standard steel base: 160 mm high, made from steel box section, 
polyester powder coated to RAL 9011 (black) with adjustable feet.

Locker shutters: Made from 13mm thick Solid Grade High Pressure 
Compact Laminate.

Colors can be selected from Gibca color selector. 

Locker side panels, top, dividers and bottom: Made of 13mm solid grade 
compact laminate in white color.

Locker back panel: Made of 6mm thick white melamine faced MDF.

Comes with: Standard hardware comes with acylinder lock (with master key 
system), chrome plated hanger rod and coat hook, PVC ventilator and 
permanently engraved numbering system.
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Two Tier

Versatile, adaptable, easy to clean and 
anti-graffiti option suitable for public spaces.



Construction:
Sizes:
Width: 300mm
Depth: 490mm
Shutter height: 
561mm (Unit height 1690mm)

Standard steel base: 160 mm high, made from steel box section, 
polyester powder coated to RAL 9011 (black) with adjustable feet.

Locker shutters: Made from 13mm thick Solid Grade High Pressure 
Compact Laminate.

Colors can be selected from Gibca color selector. 

Locker side panels, top, dividers and bottom: Made of 13mm solid grade 
compact laminate in white color.

Locker back panel: Made of 6mm thick white melamine faced MDF.

Comes with: Standard hardware comes with acylinder lock (with master key 
system), chrome plated hanger rod and coat hook, PVC ventilator and 
permanently engraved numbering system.
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Three Tier

Moisture and impact resistant, space saving
storage solutions, keyless lock solutions.
Highly recommended for commercial 

establishments



Construction:
Sizes:
Width: 300mm
Depth: 490mm
Shutter height: 
420mm (Unit height 1690mm)

Standard steel base: 160 mm high, made from steel box section, 
polyester powder coated to RAL 9011 (black) with adjustable feet.

Locker shutters: Made from 13mm thick Solid Grade High Pressure 
Compact Laminate.

Colors can be selected from Gibca color selector. 

Locker side panels, top, dividers and bottom: Made of 13mm solid grade 
compact laminate in white color.

Locker back panel: Made of 6mm thick white melamine faced MDF.

Comes with: Standard hardware comes with acylinder lock (with master key 
system), chrome plated hanger rod and coat hook, PVC ventilator and 
permanently engraved numbering system.
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Four Tier

Moisture and impact resistant, space saving
storage solutions, keyless lock solutions.
Highly recommended for commercial 

establishments



Construction:
Sizes:
Width: 300mm
Depth: 490mm
Shutter height: 1690mm

Standard steel base: 160 mm high, made from steel box section, 
polyester powder coated to RAL 9011 (black) with adjustable feet.

Locker shutters: Made from 13mm thick Solid Grade High Pressure 
Compact Laminate.

Colors can be selected from Gibca color selector. 

Locker side panels, top, dividers and bottom: Made of 13mm solid grade 
compact laminate in white color.

Locker back panel: Made of 6mm thick white melamine faced MDF.

Comes with: Standard hardware comes with acylinder lock (with master key 
system), chrome plated hanger rod and coat hook, PVC ventilator and 
permanently engraved numbering system.
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L-Shaped

Moisture and impact resistant, space saving
storage solutions, keyless lock solutions.
Highly recommended for commercial 

establishments



Construction:
Sizes:
Width: 200/300mm
Depth: 210mm
Shutter height: 1200mm

Modular back painted clad locker with glass door. The locker shutters are 
made from back painted 8mm thick in standard RAL color.

The locker side panels, top, bottom, divider and back panels are made of 
13mm solid grade compact laminate in black color.

Digital Electronic Keypad Lock with integrated pull handle.

Hinges: Concealed Hinges.

Configuration multiple tier, as per drawings.

Ventilation: Self ventilated

Lock: Digital Lock
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Glass Shutter Locker



Construction:

Mirror unit with spot light

Locker with master key system

Shoe rack unit Cabinet for 
player’s bag

Upholstered integrated bench
Hanger rod

Locker Cabinet: Locker cabinet includes master keyed cylinder lock system.

Grooming Unit: Grooming unit consists of mirror and a provision for spot light.

Seat: Upholstered built-in bench for seating available in wide range of 
colors.

Cabinet: Player’s bag cabinet with hydraulic struts for soft-closing of lift-up 
shutter.

Shoe Rack: 300mm high shoe rack made of 13mm thick HPL.

Base: Bespoke HPL base with adjustable feet for uneven floors

Hardware: Standard hardware includes a cylinder lock with master key 
system, chrome-plated hanger rod, heavy-duty hinges, soft-closing hydrau-
lic struts and permanently engraved numbering system.

Player’s locker is made of 13mm thick High Pressure Laminate with back 
panel made of 6mm thick HPL composed of layers of kraft paper impregnat-
ed with phenolic resin, having superior resistance against impact, every day 
wear and tear, scratches, stains and water, and maintaining its integrity 
even in the most heavy-duty application.
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Players Locker


